
KG - USF 6042
Customized Crystal Label Tranfer Printer

New!

®

LIPI MARKETING PVT. LTD. 

UV

UV Direct
Print Effect

No Heating 
Process Required

No Drying
Process Required

Good Adhesion on 
Curved, or 

Rugged Surface

Introduction

Features

The Crystal label solution is a new technology of digital revolution. The advantage of this new technology Is that it can be 
directly selected and attached to the surface of the material to be transferred after printing which is convenient and fast without 
other treatment.

Print Size: 600mm x 420mm

Equipped with 2xi600 print heads

Support Multi-Copy printing by batches, suitable for 
mass customisation

White ink automatic mixing system and low ink alarm system
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720  x 900dpi: A2 Format Size Film Can be printed in 5 Minutes
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KG - USF 6042
Technical Parameter

Model

Print Head

Printing Technology

Media

Ink Curing

Ink 
Cartridges

Power

Printing Resolution

Interface

Power Supply

Dimensions with stand

Weight with stand

Environment

KG - USF 6042

i1600 - U1 x 2

Piezoelectric Inkjet

600 x  420mm

≤600mm

≤1.5mm

Dual UV LED Lights

UV Ink 

Siphon mode for colour ink + Regular Stirring of White Ink

CMYK + W + Varnish

3500W

Maximum 2400 dpi

Ethernet Interface

Ac 220V ± 10%, 50/60Hz

1772  x 927 x 1420 mm

200kg

0 0
Temperature: 15 C to 32 C /Humidity: 35 to 80% (no condensation)

0 0
Temperature: 5 C to 40 C /Humidity: 20to 80% (no condensation)

Size

Width

Thickness

Type

Capacity

Colour

Power On

Power Off

Application
Plastic, Glass, Wood, Metal, Leather, Ceramics, etc...

LIPI MARKETING PVT. LTD

+91 94443 95477 / +91 94443 95467 sales@lipimarketing.com www.lipimarketing.com
No: 28, 3rd Cross St, Venkateswara Colony, Nehru Nagar, Kottivakkam, Chennai - 600041
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